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SUMMARY 
The performance characteristics of the I-40 jet-propulsi on 
engine are presented and analyzed for a range of alti t udes from 
10,000 to 40,000 feet and a range of ram pressure ratios from 0. 98 
to 1. 76. 
At an engine speed of 11,500 rpm, the net thrust and t he net-
thrust horsepower decreased about 25 percent at any airspeed with 
each l O,OOO-foot increase in altitude. At an alt itude of 30,000 feet 
and an engine speed of 11,500 rpm, the net thrust increa sed f rom 1525 
to 1890 pounds with an increase of airspeed from 235 to 640 miles per 
hour. At a constant engine speed of 11,500 rpm, the speci fi c fuel 
consumption based on net-thrust horsepower showed no apparent alti-
tude effect and decreased from 2.10 pounds to 0.80 pound of fuel per 
horsepower hour as the airspeed increased from 235 to 640 mi les per 
hour. 
The use of generalizing factors for estimating altitude perform-
ance of the engine gave only fair results; for example, the perform-
ance at 40,000 feet may be calculated from data obtained at 
20,000 feet with an accuracy within about 9 percent at a correct ed 
engine speed of 11,500 rpm. 
At an altitude of 20,000 feet, the internal drag when the engine 
was windmilling at airspeeds from 235 to 550 mile s per hour is shown 
to increase from 2.6 to 13.7 percent of the net thrust developed by 
the engine operating at 11,500 rpm at the same respecti ve a i rspeeds. 
At an airspeed of 400 miles per hour the windmilling drag decreased 
from 8.4 percent of the net thrust developed by the engine operating 
at 11,500 rpm at 10,000 feet to 5.6 percent at 40,000 feet. 
RESTRICTED 
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INTRODUCTION 
An investigation has been conducted in the Cleveland altitude 
wind tunnel to determine the performance and operational character-
istics of the 1-40 jet-propulsion engine and its components. The 
over-all performance and the windmilling drag characteristics of the 
engine over a range of altitudes from 10,000 to 40,000 feet and ram 
pressure ratios from 0.98 to 1.76 are presented. These ram pressure 
ratios correspond to true airspeeds of about 0 to 640 miles per hour. 
A preliminary presentation of general effects observed in alti-
tude investigations of several jet-propulsion engines including the 
I-40 was given in reference 1. The I-40 performance data presented 
herein supersede those in reference 1 where slight differences exist 
between corresponding curves. 
Efficiencies of the engine components are presented as an aid 
in interpreting the engine-performance curves. An induction-system 
efficiency of 100 percent was used in calculating the net thrust 
and the airspeeds. The free-stream total pressure was assumed to 
be equal to the total pressure at the compressor inlets in order 
that the performance data may be applied to the installation of the 
I-40 engine in any airplane in which the induction-system efficiency 
is known. Gas flow and thrust were calculated from survey-rake 
measurements at the tail-pipe-nozzle outlet. The reliability of the 
use of generalizing factors in estimating engine performance at any 
altitude from experimental data obtained at another altitude was 
examined. 
Several types of .fuel system were investigated on the engine 
in an effort to improve the engine operation. Because none of the 
revised systems materially changed the engine performance, the per-
formance of the engine with the original fuel system including a 
barometric control and 40-gallon-per-hour fuel nozzles is presented. 
DESCR1Pl'10N OF ENGINE 
7 The 1-40 jet-propulsion engine is 102~ inches in length from 
the front of the accessory section to the rear of the exhaust cone, 
48 inches in diameter, and weighs approximately 1850 pounds. The 
power ratings of the engine for static sea-level operation are: 
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Military 
take-off Nonna 1 Idling 
Engine speed, (rpm) 11,500 11,000 3500 
Tbrust, (lb) 3,750 3,200 200 
l-'J8ximum exbaust temperature, (0]') 1,200 1,100 ------
Tbrust specific fuel consump-
tion, (lb/(hr) (lb thrust)) 1.20 1.20 ------
Fuel flow, (lb/hr) -------- ------ 880 
Tbe engine consists of five component sections: compressor, 
combustion chambers, turbine, accessory section, and exhaust cone 
and tail pipe. The total area of the compressor inlets, including 
the 5-mesh screen covering the openings, is 6.53 square feet. The 
compressor casing contains an aluminum impeller of the double-entry 
centrifugal type, which is 30 inches in diameter. Air discharges 
from the impeller into the diffuser, which guides and diffuses the 
air into the air adapters connected to each of the 14 combustion-
chamber inlets. 
The compressor impeller is bolted between two flanged shafts 
that rotate on a ball thrust bearing at the front and a roller bear-
ing at the rear. The rear shaft is coupled to the turbine shaft by 
a splined coupling and the front shaft drives the accessory train • 
The turbine shaft also rotates on a ball thrust bearing at the front 
of the shaft and a roller bearing immediately ahead of the turbine. 
The burner section is composed of 14 combustion chambers of 
the through-flow type into which the air and the fuel are introduced 
at the front and from which the hot products of combustion are dis-
charged from the rear. Each combustion chamber contains a per.forated 
and truncated combustion liner that divides the combustion zone from 
the tapered annular passage through which the secondary air flows. 
The upstream end of the combustion liner is covered with a dome 
having per.forations for admittance of primary air into the combustion 
zone. Each dome contains a 40-gallon-per-hour fuel nozzle with an 
800 spray cone. Fuel is directed downstream along the axis of the 
combustion chamber. Ignition for starting is provided by spark 
plugs that project through the air adapters and the combustion-
chamber domes into the fuel sprays of two combustion chambers. All 
combustion chambers are interconnected with cross-igni tion tubes, 
which ign1 te the remaining combustion chambers. 
The combustion chambers discharge into a collector that forms 
the nozzle box for the turbine. Exhaust gases leaving the turbine 
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:pass through the annular space formed between the inner and outer 
exhaust conf3S. The inner cone is supported by four vanes, which 
also reduce the rotation of the gases before they are discharged 
into the exhaust pipe. 
In the standard fuel system, fuel is supplied to each fuel-
injection nozzle from a common fuel manifo l d at pressures ranging 
from 10 to 180 potlllds per square inch, depending on engine speed 
and altitude. The main fuel pump is a positive-displacement pump 
driven by the engine. Fuel is pumped to the fuel-nozzle manifold 
at high preBsure. Fuel flow is regulated by three controls: a 
manual control valve, a "barometric," and a governor. The manual-
control valve conSists of a poppet-type shut-off valve closed to 
stop the engine and a sliding-cylinder throttling valve set by the 
pilot for the desired operating speed. The barometric and the 
governor bypass the fuel from the high-pressure line between the 
fuel pump arm the nozzles back to the pump inlet. The ftlllction of 
the barometric is to maintain constant engine speed for a given 
cockpit th~)ttle setting, regardless of changes in altitude and 
airspeed. 'J?he governor limi ta the maximum engine speed to 
11,500 r:pm. 
All bearings on the impeller and turbine shafts and the splined 
coupling are lubricated by jets of oil pumped from the accessory 
section. The oil drains from the bearings into a sump and is pumped 
back into the oil-supply reservoir in the accessory case. The 
accessory case is mounted on the front of the engine and supports 
the engine accessories. The gears and the bearings in the accessory 
drive assembly are splash-lubricated from the gear that drives the 
oil pump. 
Some of the air approaching the rear impeller inlet of the com-
pressor is used for engine cooling air. A cooling-air fan mounted 
on the front side of the turbine wheel pumps cooling air through the 
engine as shown in figure 1. A baffle on the engine is sealed to 
the nacelle wall to limit the cooling-air flow. The maximum cooling-
air flow is given by the manufacturer as about 2 percent of the air 
flow through the engine at an engine speed of 11,500 rpm. 
TUNNEL INSTALLATION AND INSTRUMENTATION OF ENGINE 
An 1-40-3 engine was installed in an airplane fuselage mounted 
in the 20-foot-diameter test section of the altitude wind tunnel as 
shown in figure 2. Air entered the airplane through inlets on both 
sides of the fuselage near the wing fillets (fig. 3) and flowed 
. 
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through ducts into a plenum chamber surrounding the engine. The air 
then entered the engine through openings on both sides of the double-
entry compressor. (See fig. 1.) 
Two inlet configurations were used for these runs. In the first 
configuration, air was taken from the tunnel test section through the 
normal airplane intake ducts for "static tests" (fig. 3). In the 
second configuration, air from the tunnel make-up air system was 
introduced into the airplane's two inlet ducts through a Y-shaped ram 
pipe (fig. 4). This air was throttled from approximately sea-level 
pressure to the pressure corresponding to the desired ram pressure 
ratio at a given altitude. 
This airplane installation included a tail pipe 93.3 inches in 
length. The tail pipe had a straight taper from a 21-inch diameter 
at the exhaust-cone discharge to a 19-inch diameter at the tail-pipe-
nozzle outlet. 
The engine was extensively instrumented. (See fig. 5.) The 
location of the nine stations used in making the engine analysis is 
shown in figure 1. The data presented were obtained by means of the 
instrumentation identified by slant type in figure S. Thermocouples 
of the type used at stations 4 and 8 were calibrated for impact tem-
perature rise over a range of !-Bch numbers from 0 to 0.75. The 
impact recovery factors thus obtained were used to correct the indi-
cated thermocouple temperatures. 
PROCEDURE 
Investigations were conducted over a range of altitudes from 
10,000 to 40,000 feet and ram pressure ratios from 0.98 to 1.76. At 
each altitude and ram pressure ratio, the engine speed was varied 
from approximately minimum operable speed to 11,500 rpm. During ram 
tests, the pressure in the ram pipe was adjusted to give a total 
pressure at the compressor inlet that corresponded to the desired 
ram pressure ratio at the desired altitude; the pressure in the 
tunnel was adjusted to the static pressure at that altitude. The 
air temperatures in the ram pipe and. in the tunnel were mai ntained 
as close to the desired values as the tunnel refrigeration system 
and running time would allow. 
vlhen the ram pipe was installed, measurements of engine thrust 
and installation drag with the tunnel balance scale were made pos-
sible by the slip joint in the ram pipe about 36 feet upstream of 
the inlets. (See fig. 4.) 
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In ord.er to detennine the external drag of the installation, 
power-off drag tests were conducted with the inlets and the tail-
pipe-nozzle outlet covered with streamlined fairings. Power-off 
drag tests were also run with the Y-shaped ram pipe installed and 
with a blind flange in the ram pipe just upstream of the slip joint. 
During static tests, speeds of 76 to 127 feet per second were 
induced in the air of the tunnel test section by the ejector effect 
of the jet and by the tunnel exhaust scoop, which was located in 
the air stream immediately downstream of the test section. 
SYMBOLS 
The symbols and necessary numerical values used in this report 
are as follows: 
As' 
C 
compressor outlet area at station 4, (1.621 sq ft) 
tail-pipe-nozzle outlet area at station 8 (hot), (sq ft) 
tail-pipe-nozzle outlet area at station 8 at 5200 R, 
(1.973 sq ft) 
annular increment of area of tail-pipe-nozz1e outlet, (sq ft) 
jet-thrust calibration factor for tail-pipe-nozzle outlet 
rake, ( 0 • 968 ) 
cp specific heat of air at constant pressure, (0.241 Btu/(lb)(~» 
Dw winimilling drag, (lb) 
F j jet thrust, (lb) 
Fn net thrust, (lb) 
g accl9leration due to gravity, (ft/sec2) 
H enthalpy of exhaust gas as obtained from figure 1 of refer-
en.ce :3, (Btu/lb) 
J mechanical equivalent of heat, (778 ft-lb/Btu) 
K gas··flow calibration factor for tail-pipe-nozzle outlet rake, 
(0.964) 
• 
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M mass flow, (slugs/sec) 
N engine speed, (rpm) 
P total pressure, (lb/sq ft absolute) 
p static pressure, (lb/sq ft absolute) 
P2/PO ram pressure ratio 
q dynamic pressure, (lb/sq it) 
R gas constant, (ft-lb/(lb)(~»; (for air = 53.30, for 
exhaust gas = 53.86) 
T total temperature, (~) 
Ti indicated temperature, ("R) 
t static temperature, (DR) 
thp net-thrust horsepower 
V veloCity, (ft/sec) 
v airspeed, (mph) 
w weight flow 
specific fuel consumption based on jet thrust, 
(lb/(hr)(lb thrust» 
specific fuel consumption based on net thrust, 
(lb/(hr) (lb thrust» 
specific fuel consumption based on net-thrust horsepower, 
(lb/(hr) (net-thrust hp» (Same as corrected specific 
fuel consumption based on net-thrust horsepower.) 
fuel-air ratio 
7 
a. thermocouple impact recovery factor (0.86 at stations 4 and 8) 
ratio of specific heats, (1.4 for air and variable for 
exhaust gas) 
combustion efficiency, (percen+.) 
8 
11 c 
T}t 
p 
e 
Subscripts: 
o 
2 
4 
5 
8 
a 
f 
B 
j 
s 
x 
NAeA RM No. EBG02 
compressor adiabatic effici ency, (percent ) 
turbine adiabatic efficiency, (percent) 
density, (slugs/cu ft) 
ratio of the average total pr essure at f ront and near 
compressor inlets to absolute s t a tic pr essure of NAeA 
standard atmosphere at sea level 
ratio of the average total t emperat ure a t front and 
rear compressor inlets to absolute stat ic tempera-
ture of NAGA standard atmospher e a t sea level 
effective free-stream ambient condi tions 
compressor inlet, (average of front and rear i nlet s) 
compressor outlet 
turbine-nozzle inlet 
tail-pi pe-nozzle outlet 
a i r 
fuel 
exhaust gas 
vena contracta of exhaust jet 
tail-pipe-nozzle outlet shell 
annular increment of area i n tail-pipe-nozzle outlet 
The following parameters are generalized to NAeA standard atmos-
pheric conditions a t sea level: 
corrected jet thrust, (lb) 
corrected net thrust, (lb ) 
corrected engine speed, (rpm) 
• 
• 
'. 
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thp/(o[e) 
volle 
wavejo 
wf/(oVe) 
wf/(F jve) 
corrected net-thrust horsepower 
COrl'ected true airspeed, (mph) 
corrected air flow, (lb/sec) 
corrected fuel flow, (lb/hr) 
corrected specific fuel consumption based on jet thrust, 
(lb/(hr)(lb thrust» 
corrected specific fuel consumption based on net thrust, 
( lb I (hr )( lb thrust» 
corrected fuel-air ratio 
METHOD OF CALCULATION 
Tempera t ure 
The effective free-stream ambient temperature with the ram pipe 
installed is calculated from the ram pressure ratio: 
1.:l: 
to~T2 (:~)7 (1) 
The average total temperature at the compressor inlets was 
assumed to be eClual to the average indicated temperature at the com-
pressor inlets; this assumption resulted in an error of less than 
0.2 percent. 
Total temperature at the outlet of the compressor was calcu-
lated from the equation 
T - T + l-~ a a 4 ( )0 R t ) 2 4 - i,4 2gJcp P4A4 (2) 
but with the indicated temperature Ti 4 and total pressure P4 at , 
the compressor outlet instead of static temperature t4 and static 
pressure P4' respectively. This procedure introduced a negligible 
errror in the impact-recovery corrections. 
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Tbe static temperature at the tail-pipe-nozzle outlet was cal-
culated from 
ts 
T. S 1., (3) 
1 + 
and the total temperature is 
TS = (4) 
The thermocouples in the turbine-nozzle inlet (fig. 5) did not 
accurately measure the temperature of the gas because of the prox-
imi ty of the flame and. the high turbulence of the flow. As a 
result the enthalpy H5 at the turbine-nozzle inlet was calculated 
from the temperature at the tail-pipe-nozzle outlet by use of 
(5) 
Equation (5) is based on two assumptions: (a) The bearing friction 
losses and power to accessories are small, and (b) the total heat 
lOBS between the turbine outlet and the tail-pipe-nozzle outlet is 
small. The temperature at the inlet to the turbine nozzles T5' 
corresponding to the total enthalpy li5, was obtained from figure 1 
of reference 3. 
All data have been corrected for small variat i ons in the tem-
perature of the air at the compressor inlets from the temperature at 
the given altitude and ram pressure ratio by means of the usual 
altitude generalizing factors. 
, 
, 
j 
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Effective Airspeed 
Inasmuch as all calculations are based on lOO-percent ram effi-
ciency, the ram pressure ratio is used to determine the effective 
free-stream velocity. The effective free-stream velocity was cal-
cula ted from 
(6) 
OWing to the losses in the intake ducts during static testa, 
the total pressure at the compressor inlets was slightly less than 
the free-stream static pressure and the resulting ram pressure 
ratio was less than 1.0. Because effective free-stream velocity 
becomes mathematically imaginary, quantities involving initial 
momentum at a ram pressure ratio of 0.98 have been omitted from this 
report • 
Gas Flow 
Gas flow was calculated from temperature and pressure measure-
ments obtained with a survey rake located at the tail-pipe-nozzle 
outlet. The equation for calculating gas flow was derived from the 
definition of weight flow: 
(7) 
When Berlloulli's compressible-flow equation for velocity is applied, 
the velocity of the jet at the nozzle outlet is 
(8) 
The expression for mass density is 
(9) 
and, when equatipns (8) and (9) are substituted into equation (7), 
the equation for gas flow is 
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(10) 
Inasmucb as tbe total and static pressures and temperatures 
vary appreciably across the tail pipe, tbe gas flow is the summation 
of the gas flow tbrough eacb annular element of the tail-pipe-nozzle 
outlet area. Substitution of e~uation (3) and application of the 
gas-flow calibration factor in e~uation (10) gives 
(11) 
The values of 7 used in e~uation (11) correspond to the 
static temperatures at the tail-pipe-nozzle area and were obtained 
from a curve for a fuel-air ratio of 0.02 and a combustion effi-
ciency of 70 percent. 
In order to correct for tbe thermal expansion of the area of 
tail-pipe-nozzle outlet, the coefficient of expansion of area is 
taken as twiGe the linear coefficient of expansion times the temper-
ature rise. Because tbe coefficient of linear expansion for Inconel 
i s approximately 9 X 10-6 incbes per inch per o:F for a range of tem-
peratures from 1000 to 14000 F, the e~uation for the hot area becomes 
AS = AS' [1 + 1.S X 10-5 (Ts - 520)J (12) 
When modified to include the correction for the hot tail-pipe-
nozzle outlet area, e~uation (11) becomes 
Y (J3) 
<D 
(\J 
<D 
, 
(J) 
l\) 
en 
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where 
Y = 1 + 1.8 X 10-5 (Ts - 520) 
Air flow is then found by subtracting the fuel flow 
(14) 
Thrust 
The thr~st was calculated from the temperature and pressure 
measurements used in calculating the gas flow. Calculation of jet 
thrust was accomplished by the use of an equation derived from the 
general fO:rnJula 
(15) 
where 
(16) 
Substitution of equations (8) and (9) into equation (16) and sum-
mation of the forces from each incremental annular area gives 
~kva 00 Pa ~AX [(::)7 -II (17 ) 
Substituting equation (17) into equation (15) and applying the 
calibl~tion factor C and the correction for the hot tail-pipe-
nozzle outlet area gives the final equation for jet thrust 
y (18) 
where 
Y = 1 + 1.8 X 10-5 (Ts - 520) 
and r varies with the tail-pipe temperature. 
The jet -thr~st and the gas-flow calibration factors, which are 
defined a s the ratio of the measured to the calculated values, are 
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0.968 and. 0.964, respectively, for the tail-pipe-nozzle outlet rake. 
These factors were determined from sea-level, static test-stand 
data. Altitude-wind.-tunnel investigations indicated that these 
factors were unaffected by altitude and engine speed. 
Subtracting the initial free-stream momentum of tbe inlet air 
from the jet tbrust gives tbe following equation for net tbrust: 
Windmilling drag was calculated from t he expression 
which was in agreement w'itb drag measured wi tb the wind-tunnel 
balance. 
Horsepower 
(19) 
(20) 
Net-tbrust borsepower may be calculated from tbe product of 
airspeed in feet per second and net thrust by the relation 
(21) 
Compressor Efficiency 
Compressor adiabatic efficiency is defined as tbe ratio of tbe 
adiabatic temperature rise to the actual temperature rise through 
the compressor 
Ll 
(~r -1 
TJ c = T 
4 
- 1 
T2 
Combustion Efficiency 
(22) 
Combustion efficiency may be defined as the ratio of tbe "ideal" 
fuel-air 'ratio required for the production of the measured combustion 
temperature to tbe fuel-air ratio actually measured 
, 
,. 
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~ _ ideal fuel-air ratio 
b - actual fuel-air ratio 
15 
(23) 
The ideal fuel-air ratio is obtained by use of an alinement 
chart (fig. 1 of reference 2). The initial air temperature is taken 
as the average compressor-inlet temperature T2 and the final com-
bustion temperature is taken as the tail-pipe-nozzle outlet total 
temperature TS. The engine burned kerosene with a hydrogen-carbon 
ratio of 0.175 and a lower heating value of 18,600 Btu per pound. 
Turbine Efficiency 
Turbine efficiency as used herein is the ratio of the actual 
teIDpel~ture drop to the adiabatic temperature drop from tbe turbine-
nozzle inlet pressure to the tail-pipe-nozzle outlet pressure 
TS 
1 --
~t 
T5 (24) = 1.:.! 
1 - (!:f 
Turbine efficiency is uncorrected for losses in the tai l pipe 
beca use the instrumentation gave inaccurate temperatures at the tur-
bine outlet. Equation (24) probably gives values close to the ~l 
turbine effic: i ency because the losses in the tail pipe are small. 
RESULTS AND DISCUSSION 
Component Efficiencies 
The performance of a Jet-propulsion engine is determined to a 
large extent by the efficiencies of its components. Knowledge of the 
effects of altitude and ram pressure ratio on the component efficien-
cies is of assistance in analyzing the over-all performance of a jet 
engine. Figures 6 to 8 present the variation of compressor adiabatic 
efficiency, combustion efficiency, and turbine adiabatic efficiency, 
respectively, of the I-40 engine with engine speed, altitude, and 
ram pressure ratio. 
Compressor efficiency. - Compressor adiabatic efficiency at a 
ram pressure ratio of approximately 1.2 reached a maximum of 69.5 per-
cent at an engine speed of 10,000 rpm and fell off to 68 percent at 
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11,500 rpm (fig. 6(a)). Altitude had no significant effect on com-
pressor efficiency at any engine speed. Figure 6(b) shows that the 
compressor efficiency decreased rapidly with increasing ram pressure 
ratio at low engine speeds. At engine speeds above 10,000 rpm, 
however, ram pressure ratio had little effect. 
Combustion efficiency. - The combustion efficiency decreased 
rapidly with increasing altitude at low engine speeds, as shown in 
figure 7(a). At 11,500 rpm the combustion efficiency varied from 
approximately 96 to 94 percent with a change in altitude from 
10,000 to 40,000 feet. Combustion efficiency was unaffected by ram 
pressure ratio (fig. 7(b». 
Turbine efficiency. - Turbine adiabatic efficiency at a ram 
pressure ratio of approximately 1.2 reached a maximum of nearly 
84 percent at an engine speed of 7000 rpm and decreased to 80 per-
cent at 11,500 rpm (fig. 8(a». Altitude had no discernible effect 
on turbine efficiency at any engine speed. The data in figure 8(b) 
indicate that turbine efficiency is at a maximum at a ram pressure 
ratio of approximately 1.08 at all engine speeds and decreases with 
both increasing and decreasing ram pressure ratio. At engine speeds 
above approximately 8000 rpm, the effect of l~ pressure ratio on 
the turbine efficiency was small. No data points are shown in flg-
ure 8(b) because the great number of points would obscure the effect 
of ram preBsure ratio. 
Engine Performance 
Altitude effect on performance. - Comparison of engine perfom-
ance at altitudes of 10,000, 20,000, 30,000, and 40,000 feet at a 
ram pressure ratio of approximately 1.2 shows that air flow, jet 
thrust, net thrust, and net-thrust horsepower (figs. 9 to 12) 
decreased ,nth altitude as a result of decreased air density and 
decreased mass air flow at high altitudes. 
Altitude had no effect on the specific fuel consumption based 
on net-thrust horsepower as shown in figure 13. Inasmuch as the 
compressor··inlet air temperature decreased with increasing altitude 
and the compressor operated at a higher effective corrected engine 
speed and a higher compressor pressure ratiO, the cycle efficiency 
was increased. This increase in cycle efficiency was apparently 
balanced by the loss in combustion efficiency (fig. 7). Increased 
specific fuel consumption in the low engine-speed range was caused 
by the low component and cycle efficiencies. Similarly, the specific 
fuel consmnption based on net thrust (fig. 14) showed no altitude 
effect. At an engine speed of 11,500 rpm a..TJ.d a ram pressure ratio 
• 
" 
I 
, 
, 
NAeA RM No. E8G02 17 
of approximately 1. 2, the specific fuel consumption was 1.40 pounds 
of fuel per horsepower-hour and 1.35 pounds of fuel per hour per 
pound of net thrust. 
Specific fuel consumption based on jet thrust (fig. 15) 
decreased with increasing engine speed and decreasing altitude. 
The fuel consumption of the 1-40 engine (fig. 16) decreased 
with increasing altitude at constant engine speed because the net 
thrust horsepower (fig. 12) decreased with increasing altitude and 
the specific fuel consumption based on net thrust horsepower 
(fig. 13) was unaffected by altitude. 
The fuel-air ratio (fig. 17) increased with altitude through-
o~t the entire range of engine speeds. The increase in fuel-air 
ratio at a given altitude as idling speed is approached is caused 
by the rapid decrease in combustion efficiency. 
Ram-pressure-ratio effect on performance. - Performance results 
showing the effects of ram pressure ratio at an altitude of 
30,000 feet are shown in figures 18 to 26. The increase in air 
flow with increasing ram pressure ratio over the entire range of 
engine speeds is shown in figure 18. The jet thrust (fig. 19) was 
greater at high ram pressure ratios as a result of the increasing 
mass air flow and jet velocity. 
The curves of net thrust at an altitude of 30,000 feet plotted 
against engine speed for several ram pressure ratios cross as shown 
in figure 20. A similar effect of ram pressure ratio and engine 
speed on net thrust horsepower is shown in figure 21. 
At engine speeds greater than 8500 rpm, the specific fuel con-
sumption based on net thrust horsepower (fig. 22) decreased with 
increasing ram pressure ratio because the cycle efficiency improved. 
In the range of low engine speeds the specific fuel consumption 
increased with ram pressure ratio because the compressor efficiency 
(fig. 6(b» and the turbine efficiency (fig. 8(b» decreased rapidly 
with an increase in ram pressure ratio from 1.08 to 1.76, even 
though cycle efficiency improved with ram pressure ratio. 
Specific fuel consumption based on net thrust (fig. 23) 
increased with increasing ram pressure ratio at all engine speeds; 
whereas specific fuel consumption based on Jet thrust decreased 
(fig. 24). The increase in specific fuel consumption based on net 
thrust with increasing ram pressure ratio results from the omission 
of airspeed in the determination of the net thrust specific fuel 
consumption. 
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The e:xtended portions of the curves i n figures 22 and 23 were 
determined from the faired curves of fue l f low, net thrust, and 
net thrust horsepower plotted against engine speed. 
Fuel consumption was increased by increased ram pressure ratio 
(fig. 25) at engine speeds greater than 9000 rpm and was decreased 
at lower speeds. Fuel-air ratio (fig. 26) decreased with increased 
ram pressu.re ratio at all engine speeds. 
The specific fuel-consumption data i n f i gures 22 and 23 are 
replotted in figures 27 and 28 against net t hrust horsepower and 
net thrust, respectively. The power specif ic fuel consumption of 
the I-40 engine is a minimum at maxiJ:Dum power output. 
As an aid in estimating tbe performance of an airplane-engine 
combination , net thrust, net thrust horsepower, and specific fuel 
consumption based on net thrust horsepower are plotted against air-
speed at several altitudes (fig. 29 to 31). 
At an engine speed of 11,500 at all a l t i tudes, the minimum 
net thrust (fig. 29) was at approximately 275 miles per hour. The 
decrease in net thrust at an engine speed of 11,500 rpm was approx-
imately 25 percent per 10,000-foot increase in altitude at any air-
speed. At 30,000 feet and 11,500 rpm, an i ncrease in airspeed from 
235 miles per hour to 640 miles per hour resulted in an increase in 
net thrust from 1525 pounds to 1890 pounds (fig. 29) and an increase 
i n net thrust horsepower from 9q5 to 3200 (fig. 30). 
At an engine speed of 11,500 rpm the specific fuel consumption 
based on n€~t thrust horsepower (fig. 31) decreased from 2.10 pounds 
to 0.80 pound of fuel per horsepower-hour as airspeed increased 
from 235 to 640 miles per hour. Specific f uel consumption based on 
net thrust horsepower showed no altitude effect . 
Generalizing Factors 
Perfolmance testing of jet-propulsion engines would be greatly 
facili tated. if data obtained at a given altitude and ram pressure 
ratio could. be used to estiJ:Date engine performance at any altitude 
condition. The generalizing factors e and 0 have been derived 
for the reduction of data obtained at alt itude conditions to sea-
l evel condltiona by applying the methods of diJ:Denaional analysis 
(reference 3). The generalized parameters uBed to present engine 
:performance are: engine speed, N/I8; jet thrust, F ~/o; net 
" 
, 
,. 
I 
, 
, 
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thrust, Fn/o; net thrust horsepower, thp/(ove); air flow, 
wave/oj fuel flow, Wf/(ove); Jet thrust specti'ic fuel consumption, 
Wf/(Fj',[e); net thrust specti'ic fuel consumption, Wf/(Fn{e); net 
thrust horsepower specific fuel consumption, Wf/thp; and fuel-air 
ratio, Wf/(Wae). 
Altitude effect on generalized data. - Corrected air flow, 
corrected Jet thrust, corrected net thrust, and corrected net thrust 
horsepower each reduced to a single curve at low engine speeds for 
all altitudes at a ram pressure ratio of approximately 1.2 are shown 
in figures 32 to 35. At 11,500 rpm, an increase in altitude from 
20,000 to 40,000 feet decreased the corrected air flow about 5 per-
cent and decreased the corrected jet thrust, corrected net thrust, 
and corrected net thrust horsepower about 9 percent each. Tbe 
failure of the data to generalize to one curve in figures 32 to 35 
is attributed to Reynolds number effect. 
The specific fuel consumption based on net thrust horsepower 
and net thrust, which coincidently fallon single curves in fig-
ures 13 and 14, failed to reduce to single curves in figures 36 and 
37 because the combustion efficiency was omitted from the general-
izing factors. Corrected specific fuel consumption based on Jet 
thrust (fig. 38) was higber at high altitudes throughout the entire 
range of engine speeds. The corrected fuel consumption plotted 
against corrected engine speed (fig. 39) reduced to a single curve 
only at corrected engine speeds greater than 11,000 rpm. 
Corrected fuel-air ratio (fig. 40) came within about 10 percent 
or less of being a single curve at corrected engine speeds greater 
than 11,000 rpm and a ram pressure ratio of approximately 1.2. 
Inasmuch as quantities involving air flow generalized to one 
curve only at low engine speeds and quantities involving fuel flow 
generalized to one curve only at high engine speeds, the use of 
generalizing factors for the 1-40 engine gives only fair results. 
Corrected performance data over a range of ram pressure ratios 
at 30,000 feet are presented in figures 41 to 49. Performance at 
a particular ram pressure ratio at any altitude can be estimated 
from these curves with tbe apparent accuracy indicated in the gen-
eralization of altitude data. 
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Windmilling Drag Characteristics 
A jet engine is said to be windmilling when it is driven solely 
by air forced through the engine by the forward motion of the plane. 
Values of the ratio of windmilling drag to net thrust developed with 
the engine operating at 11,500 rpm for the I-40 engine are plotted 
against true airspeed in figure 50. Tbe net thrust used in this 
ratio was obtained from figure 29 corresponding to the airspeed and 
altitude at which the winrl.milling drag was measured. At an alti-
tude of 20,000 feet, when the engine was wlndmilling at airspeeds 
of 235 and 550 miles per hour, the internal drag increased from 2.6 
to 13.7 percent of the net thrust developed by the engine operating 
at 11,500 ~m at the same respective airspeeds. At an airspeed of 
400 miles per hour the windmilling drag decreased from 8.4 percent 
at an altitude of 10,000 feet to 5.6 percent at 40,000 feet. 
Altitud.e had no effect on the ratio of winrl.milling drag to 
free-stream dynamic pressure, which varied f rom 0.67 to 0.74 with 
airspeeds of 125 and 650 miles per hour, respectively. (See 
fig. 51.) An induction-system efficiency of 100 percent was 
assumed in computing the value of drag. In order to obtain the 
total internal drag of the engine installation in a particular air-
plane, the addition of the drag induced by losses in the induction 
system to the winrl.milling drag of the engine is necessary. 
The origin of windmilling drag is shown in surveys of the 
total and static pressures through the engine while windmliling. 
(See fig. 52.) 
SUMMARY OF RESULTS 
.From performance investigations of the I-40 jet-propulsion 
engine over a range of altitudes from 10,000 t o 40,000 feet and ram 
pressure ratios, based on compressor-inlet pressures, from approxi-
mately 0.98 to 1.76, the following results were obtained: 
1. At an engine speed of 11,500 rpm, the net thrust and net 
thrust horsepower decreased about 25 percent with each 10,000-foot 
increase in altitude at any airspeed . 
2. Specific fuel consumption based on net thrust horsepower 
showed no effect of altitude. At an engine speed of 11,500 rpm 
the specific fuel consumption based on net thrust horsepower 
decreased from 2.10 pounds to 0.80 pound of fuel per horsepower-
hour as the ram pressure ratio increased from 1.08 to 1.76, which 
corresponds to an increase in airspeed from 235 to 640 miles per 
hour. 
\ 
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3. At an altitude of 30,000 feet and an engine speed of 
11,500 rpm, an increase in airspeed from 235 to 640 miles per hour 
resulted in an increase in net thrust from 1525 to 1890 pounds and 
an increase in net thrust horsepower from 955 to 3200. 
4. The use of generalizing factors for estimating altitude 
performance of the 1-40 engine gave only fair results. Performance 
of the engine at an altitude of 40,000 feet may be calculated from 
wind-tunnel data obtained at 20,000 feet with an accuracy within 
about 9 percent at a corrected engine speed of 11,500 rpm. 
5. At an altitude of 20,000 feet, the internal drag when the 
engine was windmilling at airspeeds of 235 and 550 miles per hour 
increased from 2.6 to 13.7 percent of the net thrust developed by 
the engine operating at 11,500 rpm at the same respective airspeeds. 
At an a irspeed of 400 miles per hour the windmilling drag decreased 
from 8.4 percent at an altitude of 10,000 feet to 5.6 percent at 
40,000 feet. 
Flight Propulsion Research Laboratory, 
National Advisory Committee for Aeronautics, 
Cleveland, Ohio • 
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Figure 17.- Effect of engine speed and altitude on fuel-air 
ratio at ram pressure ratio of approximately 1.2. 
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Figure 21.- Effect of engine speed and ram press~re ratio on 
net-thrust horsepower at altitude of 30,000 feet. 
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fuel-alr ratio at altitude of 30,000 feet. 
0'1 
N 
0'1 
10 
(',j 
\D 
NACA RM No. E8G02 5J 
s.. 
f 
Po ;:: 
~ 
"-
.0 
...... 
.. 
Po ;:: 
., 
"-
'-4 
~ 
.. 
s.. 
(1) 
~ 
0 
Po 
QI 
en 
s.. 
0 ;:: 
~ 
en 
~ 
s.. ;:: 
., 
I 
., 
IV 
~ 
s::: 
0 
'0 
QI 
en 
«l 
.0 
s::: 
0 
~ 
., 
Po § 
en 
s::: 
0 
0 
...... 
QI 
::s 
fo..o 
0 
<r4 
ft.I 
~ 
0 (1) 
Po (I) 
8 
7 
6 
5 
4 
2 
1 
o 
o 
J. 
~ 
~ 
~ 
~ 
\:' ~ 
~ ~ 
""III 
500 
Ram 
pressure 
ratio 
C 1.08 
¢ 1.20 
~ 1.32 
V 1.53 
t> 1.76 
L-. 
....-
:---.0.. 0 
~ ~ -yo 
--...;:: 
~ v ~ 
... 
1000 1500 2000 2500 3000 
Net-thrust horsepower, thp 
Figure 27.- Variation of specific fuel consumption based on 
net-thrust horsepower with ram pressure ratio and net-thrust 
horsepower at altitude of 30,000 feet. 
52 NACA RM No. E8G02 
,~ 
-~ 
100 
:s 
13 3.5 ~ 
.0 
.... 
13 
-
....... 3.2 
.0 
.... 
.. 
s:: 
f!:. Ram 
\ \ 
pressure 
t'atio , , 
a 1.08 
~'-t 
.. 2.8 
~ 
100 
\ , 0 1.20 :s ~ 
tl. 1.32 .c: ~ 
~ \~ ~ V 1.53 
t> 1.76 
~ 2.4 
~ 
o 
'0 
<I> 
II) 
111 
.0 
s:: 
o 
~ 
.. § 
~~ 
~\ 
'I\~ ~ 
2.0 
\ ~ ~ 
~ ~ ~ ... "" ~.A'! 1.6 
............. ~ ~ ;.-~ -c. yo--
1.2 
o 400 800 1200 1600 2000 
Ne t thrust, Fn, Ib 
Figure 28 .- Var i ation of specif i c fuel c onsumption based on 
net thrust with t'am pressure r a tio and net thrust at 
altitude of 30.000 teet. 
~ 
3000 
r---r--- Al ~i tud~ 
-r---- II T. J 110, OC 0 
2500 
~ 
~O,OC 0_ 
--
~ 
~ 2000 
.. 
r:: 
Ik. 
.. 
..., 
III 
~ 
£ 
..., 
~ 
~ v 
--~O,OC ~ ~ ~ 
-
I 
1500 
I 
-
I 
I'l~  
1000 
o 100 200 300 400 500 600 700 
True airspeed, vo' mph 
Figure 29.- Effect of true airspeed and altitude on net thrust at engine 
speed of 11,500 rpm. 
Z 
l> 
n 
l> 
:;0 
~ 
z 
o 
m 
en 
G) 
o 
1'0 
\Jl 
\>J 
54 
Po 
.c 
~ 
.. 
J,. 
aI 
~ 
0 
Po 
QI 
III 
J,. 
0 
.c 
~ 
III 
::3 
13 
~ 
I 
~ 
aI 
Z 
~ 
:3200 
2800 
2400 
, 
2000 
1600 / / 
1200 7 / / 
J II 
800 
/1 
(II 
400 /~ 
// 
o 
100 
V / 
V ./ 
/ 
200 
NACA RM No. E8G02 
20 r;000 :30 000 
I J 
/ / 
V / 
/ / 
Alti ude / / 
lr } I 
10, 00 / / 
/ V V 
V I / J 
/ V V / / 
'/ V / 40,0 PO / / , 
/ V I / 
/ /' / 
/ / / 
/ 
V 
v 
:300 400 500 600 700 
True airspeed, vo' mph 
Figure :30.- Effect of true airspeed and altitude on net-thrust 
hor~;epower at engine speed of 11,500 rpm. 
NACA RM No. E8G02 
.. 
.. 
t.-
Q) 
it 
o 
0. 
Q) 
I/) 
t.-
o 
.c 
'0 :3 
Q) 
I/) 
It! 
.0 
~ 
o 
...-i 
..., 
0. 2 
3 
I/) 
c 
o 
() 
rl 
Q) 
~ 1 
r.... 
o 
...-i 
r.... 
.... 
t) 
Q) g 0 
100 
~ 
\ 
~ 
\r\ 
\ 
.... 
~ 
200 
I 
Altitude 
(ft) 
o 10,000 
o 20,000 
<> 30,000 
A 40,000 
" ~ ~ [OQ-.. ~ ~ 
'" 
---
-0-
300 400 500 600 
True airspeed, vo' mph 
Figure :31.- Effect of true airspeed and altitude on specific 
fuel consumption based on net-thrust horsepower at engine 
speed of 11,500 rpm. 
55 
700 
56 
u 
CI) 
III 
"-
.0 
M 
~ 
1'0 
i!: 
.. 
~ 
a 
r-i 
"-1 
~ 
~ 
I'd 
'0 
(\) 
~ 
u 
(\) 
~ 
~ 
a 
t.:l 
90 
80 
70 
60 
50 
40 
30 
20 
10 
2 
~ 
Altitude 
(ft) 
o 10,000 
o 20,000 /, 
¢ 30,000 0# 6. 40,000 
J If 
V 0/ 
/ 
---
/ 
4 6 e 
Corrected engine speed, 
~ 
!JI 
/;; r; 
W 
10 
N/f9, rpm 
NACA RM No . E8G02 
! 
j (f; 
l) ~ ~ 
if 
12 
F1gure 32.- Effect of corrected engine speed and altitude on 
corrected air flow at ram pressure ratio of approximately 
1.2. Air flow and engine speed corrected to NACA standard 
atmospheric conditions at sea level. 
NACA RM No. E8G02 
600 r. 
500 0 
10 ~ 400 
~ 300 
~ 
.a 
~ 
~ 
Q) 
..-, 
'0 200 
(l) 
... 
() 
Q) 
~ 
~ 
o 
o 
100 
0 
0 
O 
~ 
Al tltude 
(ft) 
o 10,000 
o 20,000 
<> :30,000 
6. 40,000 
/ 
p-
/ 
V p ~ 
~ ~ ~ 
0 
2 4 6 8 
Corrected engine spe~d, 
( 
J 
~VI 
I 
~ 
10 
N/-Je, rpm 
til 
f VI 
~r/ 
1/ 
VI 
12 
Figure 33.- Effect of corrected engine speed and altitude on 
corrected jet thrust at ram pressure ratio of approximately 
1.2. Engine speed and jet thrust corrected to NACA standard 
atmospheric conditions at sea level. 
57 
58 
$J 
r-I 
.. 
~ 
s:: 
Ik. 
.. 
~ 
III 
~ 
-'l 
~ 
~ 
4) 
s:: 
'0 
4) 
~ 
C) 
4) ,. 
,. 
0 
0 
5000 
4000 
3000 
2000 
1000 
0 
-1000 
2 
""'~7 
Altitude 
(ft) 
010.000 
C 20,000 
<>30,000 
A 40,000 
J 
I 
~ ~ 
V 
1/ 
-
~ ~ 
1- ~ 
-4 6 8 10 
Corrected engine speed, N/~, rpm 
NAC A RM No . E8G02 
I~ 
l# 
~~ j ~ 
I 
f1 
12 14xl03 
Figure 34.- Effect or corrected engine speed and altitude on 
correeted net thrust at ram pressure ratio or approximately 
1.2. Engine speed and net thrust oorrected to NACA standard 
atmos'pheric conditions at sea level. 
0\ 
N 
0\ 
~ 
N 
~ 
NACA RM No. E8G02 
-~ 
to 
~ 
-'l 
~ 
.. 
... 
(II 
Sit 
0 
Po 
(II 
U) 
... 
0 
-'l 
~ 
U) 
=' 
... 
.t: 
~ 
I 
~ 
CII 
I:: 
'C 
Q/ 
~ 
C) 
Q) 
... 
... 
0 
(,) 
5000 
4000 
3000 
2000 
1000 
0 
-1000 
-eooo 
2 
~ 
Altitude 
crt) 
o 10,000 
C 20,000 
<> 30,000 
A 40,000 
v 
~ ~ 
0--r-
4 6 8 
Corrected engine speed, 
) 
II 
~ 
!oJ 
10 
N/F, rpm 
,f 
~ ~ J. 
IJ 
I 
" 
12 
Figure 35.- Effect of co~rected engine speed and altitude on 
corrected ne~thrust horsepower at ram pressure ratio of 
approximately 1.2. Engine speed and net-thrust horsepower 
corrected to NACA standard atmospheric conditions at sea 
level. 
59 
14%103 
60 
f 
Po 
..c:: 
~ 
'-
.Q 
..-4 
.. 
Po 
;:l 
+> 
'-
'-< ~ 
.. 
J., 
Q.I 
E!I 
0 
P. 
Q.I 
Ul 
J., 
0 
..c:: 
+> 
Ul 
;:I 
.E 
+> 
I 
+> 
(I) 
~ 
s:: 
0 
'C 
Q.I 
Ul 
(\j 
;:J 
~ 
0 
~ 
+> 
Po 
9 
III 
s:: 
0 
() 
~ 
Q.I 
;:I 
,.,.. 
() 
~ 
,.,.. 
~ 
() 
Q.I 
Po 
O'l 
NACA RM No. E8G02 
~ 
16 
14 
12 
10 
8 
\ 
T 
\ Altitude \ (ft) 
\1 ~\ o 10,000 C 20,000 
\ \\ <> :30,000 A 40,000 
6 \l \\ \~\ . 
4 
~\ \ 
~ ~~ 
2 ~ ~ 
.....",."" ~ A. A A 
.:> 
0 
2 4 -E 8 10 12 14x103 
Corrected engine speed, N/~ rpm 
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ram pressure rat10 of approximately 1.2. Engine speed and 
speelfic fuel consumpt10n corrected to NACA standard atmos-
phe:ric conditions at sea level. 
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Figure 39.- Effect of corrected engI~e speed and altitude on 
corrected fuel consumption at ram pressure ratio of approxI-
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Figure 41.- Effect of corrected engine speed and ram pressure 
ratio on corrected air flow at altitude of 30,000 feet. 
Engine speed and air flow corrected to NACA standard atmos-
pheric conditions at sea level. 
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Figure 42.- Effect of corrected engine speed and ram pressure 
ratio on corrected jet thrust at altitude of 30,000 feet. 
Engine speed and jet thrust corrected to NACA standard atmos-
pheric conditions at sea level. 
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net-thrust horsepower corrected to NACA standard atmospheric 
conditions at sea level. 
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Figure 45.- Effeet of correeted engine speed and ram pressure 
ratio on specific fuel consumption based on net-thru~t horse-
power at altitude of 30,000 fee~. Engine speed eorrected to 
NACA standard atmospheric conditions at sea level. 
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Figure 46.- Effect of corrected engine speed and ram pressure 
ratio on corrected speoific fuel consumption based on net 
thrust at altitude of 30,000 teet. Engine speed and specific 
tuel consumption corrected to RACA standard atmospheric con-
ditions at sea level. 
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Figure 47.- Effect of corrected engine speed and ram pressure 
ra t io on corrected specific fuel consumption based on jet 
thrust at altitude of 30,000 feet. Engine speed and specific 
fuel consumption corrected to NACA standard atmospherio con-
ditions at sea level. 
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Figure 48.- Effect of corrected engine speed and ram pressure 
ratio on corrected fuel consumption at altitude of 30,000 
feet. Engine speed and fuel oonsumption correoted to NACA 
standard atmospheric oonditions at sea level. 
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Figure 49.- Effect of corrected engine speed. and ram pressure 
ratio on corrected fuel-air ratio at altitude of 30,000 feet. 
Engine speed and fuel-air ratio corrected to NACA standard 
atmospheric conditions at sea level. 
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Figure 51.- Effect of pressure altitude and true airspeed on 
ratio of windmi11ing drag to free-stream dynamic pressure. 
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Figure 52.- Windmilling pressure survey of 1-40 jet-propulsion engine. Pressure altitude, 
30,000 feet; true airspeed, 543 miles per hour; ram pressure ratio, 1.53. 
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